Model 7035 



Battery Powered CO Alarm 

• Digital LCD Display 

• Peak Level Memory 

• Electrochemical Sensor 

• Sensor Life Monitor 

• UL 2034-02 Listed 

• Five Yea r Wa rra nty 

• Five Year 9V Lithium Battery 

SPECIFICATIONS 

• Power Supply: 9vDC Battery (7035- Li thi urri) 

• Sensor: Electrochemical 

• Gas Detected: Carbon Monoxide (CO) 

• CO Sampling Cycle: Every 2 minutes 

• Digital Display (7035): LCD alpha -numeric 
CO readout from 30-500 ppm 

Peak Level Memory (7035): Recalls highest and 
current CO levels from 1-500 ppm 

• COHb Calculation (7035): 0.0°/cr99.9% 

Life Monitor: Sensor expiration signal @five years 

• Chronic Alarm Time: 70 ppm @ 60-240 minutes 

• Acute Alarm Time: 400 ppm @ 4-15 minutes 

• Certification: ANSI/ UL 2034-02 

• Warranty: Five Year United Factory Warranty 
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Model 7030 



Battery Powered CO Alarm 

• UL 2034-02 Listed 

• Electrochemical Sensor 

• Sensor Life Monitor 

• Five Yea r Wa rra nty 

One Year 9V Alkaline Battery 
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Model 8010 



Direct Plug-In CO Alarm 

• Digital LED Display 

• Peak Level Memory 

• Semiconductor Sensor 

• UL 2034-02 Listed 

• CSA & IAS Certified 

• Five Yea r Wa rra nty 




PRO-TECH 8010 
Direct Plug-In CO Alarm 

SPECIFICATIONS 

Power Supply: 
120vAC 

Power Connection: 
Direct Plug- In 
Sensor: Seni conductor 
Gas Detected: Carbon Monoxide (CO) 
CO Sampling Cycle: Every 2-1/2 minutes 
Digital Display: LED alpha -numeric 
CO readout from 30 -500ppm 
Pea k Level M emory : Reca 1 1 s hi g hest a nd 
current CO levels from l-500ppm 
Alarm Visual Signal: Steady Red LED 
Audible Signal: 85dB (g> 10ft 
Chronic Alarm Time: 70ppm@ 60-240 minutes 
Acute Alarm Time: 400 ppm (g> 4-15 minutes 
Case Color/ Size: White, 6.5" x 3.75" x 1.75" 
Certification: UL 2034-02, IAS 6-96 2nd Edition 
Warranty: Five Year Limited Factory Warranty 
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CARBON MONOXIDE ALARMS 
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Model 7020 



Direct Plug-In CO Alarm 

• UL 2034-02 Listed 

• NFPA 720 Compliant 

• Semiconductor Sensor 

• Tamper Resistant 

• Five Yea r Wa rra nty 



PRO -TECH 7020 

Direct Plug-In CO Alarm ''nfEJl' 1 
with restraining flange 




SPECIFICATIONS 

Power Supply: 120vAC 
Power Connection: Direct Plug-In 
Sensor: Seni conductor 
Gas Detected: Carbon Monoxide (CO) 
CO Sampling Cycle: Every 2-1/2 minutes 
Alarm Visual Signal: Steady Red LED 
Audible Signal: 85dB @ 10ft 
Chronic Alarm Time: 70ppm @ 60-240 minutes 
Acute Alarm Time: 400ppm (g> 4-15 minutes 
Tamper Resistant (7020): Integral restraining flange 
Case Color/ Size: White, 5" x 3.75" x 1.75" 
Certification: ANSI/ UL 2034-02 
Warranty: Five Year j j j f 

United Factory Warranty 



Model 7010 



Direct Plug-In CO Alarm 

• UL 2034-02 Listed 

• CSA & IAS Certified 

• Semiconductor Sensor 

• Five Yea r Wa rra nty 



PRO -TECH 7010 



Direct Plug-In CO Alarm ' 




Model 7050 



Line Cord CO Alarm 

UL 2034-02 Listed 
CSA & IAS Certified 
NFPA 720 Compliant 
Semiconductor Sensor 
Tamper Resistant 
Line Cord 
Plug'N Lock 
Five Year Warranty 
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SPECIFICATIONS 

• Power Supply: 120vAC 

• Power Connection: 6' line Cord 

• Sensor: Seni conductor 

• Gas Detected: Carbon Monoxide (CO) 

• CO Sampling Cycle: 
Every 2-1/2 mi nutes 

• Alarm Visual Signal: 
Steady Red LED 

• Audible Signal: 
85dB @ 10ft 

• Chronic Alarm Time: 
70ppm@ 60-240 minutes 

• Acute Alarm Time: 
400ppm @ 4-15 minutes 

• Tamper Resistant Integral 
restraining flange 

• Plug'N Lock: Cord locking 
bracket (U.S.) 

• Case Color/ Size: White, 
5" x 3.75" x 1.75" 

• Certifications: 
ANSI/UL2034-02, 
IAS 6-96 2nd Edition 

• Warranty: Five Year 
United Factory Warranty 
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PRO -TECH 7050 
Line Cord CO Alarm 
with optional Plug'N Lock 




Model 7080 



Hardwire CO Alarm 

• UL 2034-02 Listed 

• CSA & IAS Certified 

• NFPA 720 Compliant 

• Semiconductor Sensor 

• Tamper Resistant 

• Five Year Warranty 

SPECIFICATIONS 



• Power Supply: 120vAC 

• Power Connection: Hardwire 

• Sensor: Semiconductor 

• Gas Detected: Carbon «- 
Monoxide (CO) 

• CO Sampling Cycle: 
Every 2-1/2 mi nutes 

• Alarm Visual Signal: 
Steady Red LED 

• Audible Signal: 85dB @ 10ft 

• Chronic Alarm Time: 70ppm@ 60-240 minutes 

• Acute Alarm Time: 400ppm @ 4-15 minutes 

• Tamper Resistant Integral restraining flange 

• Case Color/ Size: White, 5" x 3.75" x 1.75" 

• Certifications: UL 2034- 02 & IAS 6-96 2nd Edition 

• Warranty: Five Year United Factory Warranty 




PRO -TECH 7080 
Hardwire CO Alarm 



For more infbrrration, contact 

Don Smith & Associates, Inc. 
P.O. Box 493700 
Redding, CA 96049 

Phone: 530-378-7643 
Fax: 530-365-9647 
E-Mail: info@protechsafety.com 
Web: www.protechsafety.com 



